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(57) Abstract; The production of an optical component from quartz 
glass by elongation of a coaxial arrangement of a core rod and a hol- 
low cylinder is known. The arrangement is thus introduced into a heat- 
ing zone, such that the lower end begins to partly soften and the com- 
ponent drawn from the softened part According to the invention a 
pseudo-continuous method for the formation of the restriction in the 
inner passage of the hollow cylinder on which the core rod is sup- 
ported, is disclosed, whereby ah upper hollow cylinder is fused end 
on with a lower hollow cylinder to form an axial composite cylinder, 
a core rod is introduced into the lower hollow cylinder and the axial 
cylinder composite partly softened and elongated to form the optical 
component. A drawing bulb extending to the upper hollow cylinder 
forms, within which the inner passage at least partly collapses with 
formation of the restriction and the upper cylinder is then separated 
off from the drawn optical component at a separating plane and then 
elongated together with a core rod to form an optical component. 

(57) Zusammcnfassung: Die Herslellung eines optischen Bauteils 
aus Quarzglas durch Elongieren einer koaxialen Anordnung eines 
Kernstabs und eines Hohlzylinders ist bekannL Dabei wird die 
Anordnung einer Heizzone zugefuhrt, darin mit ihrem unleren 
Ende beginnend zonenweise erweicht und aus dem erweichten 
Bereich das Bauteil abgezogen. Zur Bildung der Verengung 
der Innenbohrung des Hohlzylinders, auf welcher der Kemslab 
aufliegt wird erfindungsgemass ein quasi-kontinuierliches Verfahren 
vorgeschlagen, indem ein oberer Hohlzylinder stirnseitig mit einem 
unteren Hohlzylinder unter Bildung eines axialen Zylinderverbundes 
verschmolzen wird, in den unteren Hohlzylinder ein Kemslab 
eingefuhrt wird, und der axiale Zylinderverbund zonenweise erweicht 
und unter Bildung des optischen Bauteils elongiert wird, wobei sich 
eine zum oberen Hohlzylinder fortschreitende Ziehzwiebel ausbildet, 



der d,e Innenbohrung unter Bildung der Verengung mindestens teilweise koliabiert, und danach der 
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obere Hohlzylinder an einer Trennebene im Bereich der Verengung von dem abgezogenen optischen Bauteil getrennt wird, und 
anschliessend zur Herstellung eines optischen Bauteils zusammen mit einem Kernstab elongiert wird. 



